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Multi Split System




The perfect multi-room solution

The Rinnai Inverter Multi Split System is the simplest way to heat
or cool up to five individual rooms with only one outdoor unit.

Traditionally, five rooms would require five indoor units and five
outdoor units. This uses up precious outdoor space and
creates an obtrusive appearance to your home.

Rinnai Multi Split Systems not only provide individual control
of comfort levels in each room, but saves you money on
running costs by either only heating or cooling individual
rooms as required.



At Rinnai, we'’re
all about comfort

For over 50 years, Rinnai has
supplied Australian homes with
arange of appliances that help
people lead comfortable, safe and

R32 efficient lifestyles.

REFRIGERANT Being driven to create comfort
means that we really care about
our products and your experience
from start to finish. We're focused
on developing products with the
latest technology and our level of
quality is second-to-none, so you
can rest assured knowing Rinnai
will deliver.

lllustrative purposes only



Customised Comfort

Rinnai Inverter Multi Split Systems offer 3 different indoor unit types (Wall Mounted, Slim Ducted and Compact Cassette)
that can be used in a multitude of combinations. After selecting up to 5 indoor unit types, these are then paired with an
outdoor unit (3 units to choose from) with capacities ranging from 71kW up to 11kW. With a variety of unit types and capacities
available, Rinnai has a system configuration to suit virtually any requirement.

Seamless & Sleek

The sleek Rinnai Wall Mounted Split Systems
feature the latest in innovation. Equipped with Rpoatl ==
features including Turbo Function to quickly .

cool and heat the room, they discreetly operate
thanks to a cleverly designed air tunnel for
greater air distribution.
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Wall Mounted Split System

Come home to comfort with the Rinnai Mobile
App allowing you to control your Wall Mounted
Split System using Wi-Fi from anywhere with
aninternet or network connection.

Flexible & Functional

Compact & space saving in design, the Rinnai
Slim Ducted and Compact Cassette indoor
units are ideal for tight spaces.

Hidden away in a bulkhead or ceiling cavity,
the Slim Ducted indoor unit operates quietly,
so its out of sight and out of mind.

Utilise the most of your ceiling space with the
low profile Inverter Cassette, suitable for use in
the larger open plan areas of the home with its
360° air flow.

Ceiling Mounted Compact Cassette



Flexible Installation

One Rinnai outdoor unit can be connected to up to 5 indoor units which can be individually controlled. This installation option
not only offers a great space saving solution, but also helps to cut down overall running costs by allowing you to decide which

rooms are heated or cooled as required.
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Features and Benefits

DC Inverter

OO(\\,,
FWorator Fa®

Smart 3D
DC Inverter

A faster, more controlled warm-up
or cool-down is achieved by the
advanced inverter control systems.
It combines three Direct Current
(DC) motor technologies working in
perfect unison to provide you with:

Higher efficiency
Synchronised performance

Lower running costsin
comparison to conventional air
conditioners

DRED Enabled

This Demand Enabled Response
(DRED) air conditioner allows your
electricity provider to control the
system at various pre-programmed
levels, to manage your demand on the
power grid during peak periods.
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Wi-Fi Control**

Set your favourite temperature from anywhere and come
home to ultimate comfort with our intuitive Android or
Apple App. Wi-Fi comes standard with the Wall Mounted
Split System and as optional extra with the Slim Ducted
and Compact Cassette units.

Turbo Function®
Quickly cool in summer or swiftly warm in winter.

Sleep Modet

Designed to control the temperature overnight to
ensure high quality, comfortable sleep. Traditional sleep
mode temperature control is one way; however our
intelligent sleep mode system operates on two-way
temperature control that modulates up and down to
mimic outside ambient temperatures.

Auto Restart

Auto restart function in case of an electrical power outage
provides you with complete peace of mind.

Super Fine Filtert

Provides extra protection by keeping fine particles out of
the home and providing clean, cool air.

Timer

Designed to work around your lifestyle. Once set,

the system will turn on and off at the specified times

of the day, ensuring you wake up and come home to the
perfect conditions.

*For full terms & conditions visit www.rinnaicom.au
**Standard feature in Wall Mounted Split System & optionalin Slim Ducted & Compact Cassette
TAvailable in Wall Mounted Split System only



Comfort at the
touch of a button

Turn your Air Conditioner on or off, WI-FI CO“tI’Ol

set your temperature, fan speed and The Rinnai Wall Mounted Split
more remotely from anywhere in the Units feature inbuilt Wi-Fi control
world with an Internet connection. via an App, with an optional

Wi-Fiaccessory available for
the Compact Cassette and Slim
Ducted Units.

Simple to activate and easy to use,
the App can be downloaded via
Google Play or the App Store ona
compatible mobile device.

Once installed and registered,

you can operate your appliance on

Your home's internet router relays
requests from the App to control
your Air Conditioner just like the
normal remote controller.

the go.
Set your favourite temperature Basic functions like on/off,
before you come home - enjoy temperature control and fan speed
the comfort and energy savings. can be accessed through the

App. Best of all, the Wi-Fi control

allows you to switch on your Air

Conditioner from outside the
Available to download via: home - creating the ultimate in

( \ convenience and comfort.
I - Google Play

Living room

s « App Store

We’re at
your service

The National Customer Care
Centre provides first class service
and maintenance of your system,
ensuring it's running at its highest
efficiency - so you can enjoy the
Rinnai experience for many years
to come.

Operating 5 days a week
(Monday to Friday)

134373




Technical Information

Outdoor Unit @U

Qty 3 4 5

Number of connected Indoor Units

Power Supply (To Outdoor Unit) V-Ph-Hz 220~240-1-50
Rated Capacity (Range) kW 7.5(1.7~9.8) 91(1.7~11.5) 12.0 (1.7 ~12.3)
Rated Input Power kW 198 238 342
Cooling
Rated Input Current kW 8.90 10.09 15.65
AEER W/W 379 3.84 3.51
Rated Capacity (Range) kW 74(1.8~96) 96 (1.8~12.0) 125(1.8~12.9)
Rated Input Power kW 159 225 310
Heating
Rated Input Current A 728 10.30 1419
ACOP W/W 3.80 3.86 343
Maximum Input Current A 175 19.0 19.0
Compressor Type Inverter Twin Rotary
Sound Power Level dB(A) 65 68 72
Net (W xD xH) mm 890 x342x673 946 x410x 810 946 x410x 810
Dimensions Gross (WxDxH) mm 1030 x 438 x 750 1090 x500 x 885 1090 x500 x 885
Net / Gross Weight kg 48/ 51 66/72 76/82
Refrigerant Type R32
Connection Size: Liquid Line mm 3xP6.35 4x$6.35 5x $6.35
Connection Size: Gas 3x ®9.52 g 1x qug_g§+ 41)(::31'2‘274'
Maximum Total System Pipe Length m 60 80 80
Pre-Charged Length 30 40 50
Refrigerant Piping Maximum Length Per Indoor Unit 30 35 35

Maximum Vertical Separation

Outdoor Unit ABOVE Indoor Unit e © e
Maximum Vertical Separation 15 15 15
Outdoor Unit BELOW Indoor Unit
Maximum Height Difference Between Indoor Units 10 10 10
24Ambient F N -
Temperature Limits Gooling c =60
Rt Heating oC -25-30

Temperature Limits



Technical Information

Wall Mounted . - :
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Power Supply V-Ph-Hz 220~240-1-50

Rated Capacity kW 20 26 35 50 6.0 70
Cooling Rated Input Power w 415 530 820 1300 1800 1950

Rated Input Current A 18 25 38 5.8 80 87

Rated Capacity kW 2.2 27 40 52 6.2 75
Heating Rated Input Power w 460 920 920 1350 1700 1950

Rated Input Current A 20 25 50 6.0 75 87
Airflow (Turbo / Hi/ Med / Lo) Us 153 ;;2/84/794 / 175 /813?5/(1300 / 183 /8164/75/8106 / 2641/3292/28/9;67/ 2641/3292/28/9167 / 3822/2390/3122750 /
Sound Pressure (Turbo / Hi/ Med/Lo) @14m g %8S o dolselee  ar/aalssl  ATAARSS 57/39/83/29

Net (W xD xH) 729x200x291 802x200x295 802x200x295  971x228x321 971x228x321  1082x234 x 337

Gross (WxDxH) m 965x282x370 1010x385x312 1010x385x312 1067x312x385 1067x312x385 1205x317x400
Dimensions

Net / Gross Weight kg 8/10 8/1 8/1 1/14 1/14 13/17

Refrigeration Pipe Size: Liquid / Gas mm $6.35/ D952 $6.35/P9.52 ©6.35/P9.52 $6.35/ 127 »6.35/ 127 $952+ d159

Controller Type Wireless Remote Control Standard
Cooling °C 16~32

Operating Range
Heating °C 0-~30

Wi-Fi Compatibility Standard

Slim Ducted \ 4

Power Supply V-Ph-Hz 220~24041-50
Rated Capacity kW 26 3815 52 71
Cooling Rated Input Power W 180 185 200 200
Rated Input Current A 11 11 13 13
Rated Capacity kW 29 3.8 55 73
Heating Rated Input Power " 180 185 200 200
Rated Input Current A 11 1 13 13
Airflow (Hi/ Med / Lo) L/s 500/340/230 500/340/230 600/480/300 880/650/350
Maximum External Static Pressure (Hi) Pa 60 60 100 160
Sound Pressure (Hi/ Med / Lo) @1.4m dB(A) 40/34/27 40/34/27 40/34/27 41/38/33
Net (W xDxH) 700 x506 x 200 700 x506 x 200 880x674x210 1100 x 774 x 249
Gross (WxDxH) o 860 x540x285 860 x540x285 1070 x725x 280 1305x805x 315
Net/ Gross Weight kg 18/22 18/22 24/29 32/39
Dimensions
Supply Air Duct Connection (W x H) 537 x152 537 x152 706 x136 926 x175
Return Air Duct Connection (W x H) mm 599 x 186 599 x 186 782x190 1001x 228
Refrigeration Pipe Size: Liquid / Gas $6.35/ D952 ©6.35/ 9952 $6.35/P9.52 ©952+Dd15.9
Condensate Drain Pump Connection mm OD ®25
Controller Type Wired Controller - 12m Cable
Cooling °C 17 =52
Operating Range
Heating °C 0-~30

Wi-Fi Compatibility Optional



Technical Information

Compact Cassette
Fascia Panel Model No. CINFASM
Power Supply (To Outdoor Unit) V-Ph-Hz 220~240-1-50
Rated Capacity (Range) KW 21 26 35 52
Cooling Rated Input Power W 40 40 40 102
Rated Input Current A 018 018 018 044
Rated Capacity (Range) kW 23 29 41 54
Heating Rated Input Power W 40 40 40 102
Rated Input Current A 018 018 018 044
Airflow (Hi/ Med/ Lo) L/s 580/500/450 580/500/450 569/485/389 680/584 /479
Sound Pressure Level (Hi/ Med / Lo) @1.4m dB(A) 38/33/29 38/33/29 41/37/34 44742/ 41
Net (W x D x H) 570x570x260 570x570x260 570x570x260 570x570x260
Gross (W xDxH) 662x662x317 662x662x 317 662x662x 317 662x662x 317
Net Fascia (W x D x H) m 650 x650x 60 650 x 650 x60 650 x 650 x 60 650 x 650 x60
Dimensions Gross Fascia (W x D x H) 700x700x110 700x700x 110 700x700x 110 700x700x 110
Net / Gross Weight (Body) kg 14/17 1417 16 /20 16/21
Net / Gross Weight (Fascia) 2/4 2/4 2/4 2/4
Refrigeration Pipe Size: Liquid / Gas mm ©6.35/ P9.52 ©6.35/ 99.52 ©6.35/ 99.52 ©6.35/P12.7
Condensate Drain Pump Connection mm OD ®25
Controller Type Wireless Remote Control
Cooling °C 17-~32
Operating Range
Heating °C 0-~30
Wi-Fi Compatibility Optional

Capacities tested in accordance with AS/NZS 3823.3, with 5m interconnecting length for all attached Indoor Units. With our policy of continuous improvement, we reserve the right to change, or discontinue at any time, specifications or designs without notice.
Note: Allimages contained within this brochure are for illustrative purposes only, the colours and finishes of the products featured are as close to the respective product range as photographic lighting and printing processes allow.



Combination Table

For outdoor unit: MON3HO7B

35kW | 50kW |  60KW 7.0kW

Wall Mounted HINRP20M HINRP26M HINRP35M HINRP50M HINRP60OM HINRP70M
Slim Ducted DINSD26MB  DINSD35MB ~ DINSD50MB DINSD70MB
Compact Cassette CINO20MB CINO26MB CINO35MB CINO50MB

UnitID Capacity of each Indoor Unit (kW) System Capacity (kW) Capacity of each Indoor Unit (kW) System Capacity (kW)
[operston | unt | unts | untc | Room | Roomd | Roome | tin | Ratea | ax | Rooma | Rooms | RoomC | win | Ratea | wax |

2.0kW 285 17 285 365 296 178 296 379

2.6kW 316 205 316 404 328 218 3.28 4.20

1Unit 3.5kW 368 239 368 47 375 244 375 4.80
5.0kW 5.05 313 5.05 6.46 522 324 522 6.68

6.0kW 610 366 610 7.81 615 3.81 615 7.87

2.0kW 2.0kW 243 243 3.01 4.86 5659 256 256 317 512 5.89

2.0kW 26kW 228 297 3.26 525 6.04 237 3.08 3.38 545 6.27

2.0kW 3.5kW 222 354 357 576 6.62 221 353 356 574 6.60

2.0kW 5.0kW 207 517 449 724 8.33 195 4.88 423 6.83 785

2.6kW 26kW 273 273 3.38 545 6.27 279 279 346 558 642

. 26kW 3.5kW 2.80 344 3.87 6.24 718 263 3.23 363 5.86 6.74
2units 2.6kW 5.0kW 2.39 461 434 700 8.05 251 483 455 734 844
3.5kW 3.5kW 370 370 459 740 851 3.36 3.36 417 672 773

3.5kW 5.0kW 31 515 512 8.26 950 312 516 513 8.28 952

2.0kW 6.0kW 197 6.01 495 798 918 200 612 5.03 812 9.34

26kW 6.0kW 237 5.89 512 8.26 950 3.09 531 521 840 966

3.5kW 6.0kW 3.08 5.36 523 844 o 2.88 576 5.36 8.64 9.94

2.0kW 2.0kW 2.0kW 220 220 220 4.09 6.60 759 227 227 227 422 6.80 782

2.0kW 2.0kW 26kW 204 204 265 417 6.72 773 210 210 273 4.29 6.92 796

2.0kW 2.0kW 3.5kW 201 201 322 450 725 834 207 207 3.31 462 745 857

2.0kW 2.0kW 5.0kW 182 182 454 507 818 941 180 1.80 478 5.20 8.38 964

2.0kW 2.0kW 6.0kW 168 168 513 527 8.50 978 164 214 5.02 546 8.80 1012

2.0kW 2.6kW 2.6kwW 208 2n 2n 465 750 863 222 2.89 2.89 496 8.00 9.20

2.0kw 2.6kW 35kW 205 266 327 495 798 918 210 273 3.36 507 818 941

2.0kW 2.6kW 5.0kW 176 229 440 523 844 o 180 234 450 5.36 864 9.94
2.0kW 2.6kW 6.0kW 163 21 496 5.39 870 10.01 157 275 488 570 9.20 10.58

2.0kw 35kW 35kW 185 3.24 324 517 8.34 9.59 190 332 332 5.29 854 9.82

. 2.0kW 3.5kW 5.0kW 163 285 407 5.30 8.55 9.83 169 295 421 549 8.85 1018
8 units 2.0kW 3.5kW 6.0kW 154 269 477 558 9.00 10.35 198 267 465 577 9.30 1070
26kW 2.6kW 2.6kW 250 250 250 4.65 750 863 247 247 247 459 740 8,51

2.6kW 2.6kW 3.5kW 247 247 332 512 8.26 950 253 253 340 5.25 846 973

2.6kW 26kW 5.0kW 217 217 417 5.27 850 978 220 220 424 5.36 864 994

26kW 26kW 6.0kW 2.09 2.09 491 564 910 1047 256 256 447 595 960 11.04

26kW 3.5kW 3.5kW 229 3.08 3.08 523 844 o9 234 315 315 5.36 864 994
26kW 3.5kW 5.0kW 207 279 399 549 8.85 1018 208 2.8t 4.01 562 890 10.24
26kW 3.5kW 6.0kW 196 264 460 570 9.20 1058 212 212 497 570 9.20 10.58

3.5kW 3.5kW 3.5kW 285 285 285 530 8.55 9.83 295 295 295 549 8.85 1018

3.5kW 3.5kW 5.0kW 2.80 2.80 320 546 8.80 1012 172 172 525 539 870 10.01

3.5kW 3.5kW 6.0kW 254 254 442 5.89 950 10.93 256 256 447 595 960 11.04

Capacities tested in accordance with AS/NZS 3823.3, with 5Sm interconnecting length for all attached Indoor Units. With our policy of continuous improvement, we reserve the right to change, or discontinue at any time, specifications or designs without notice.



Combination Table

For outdoor unit: MON4HO9B

35kW | 50kW |  60KW 7.0kW

Wall Mounted HINRP20M HINRP26M HINRP35M HINRP50M HINRP60OM HINRP70M
Slim Ducted DINSD26MB  DINSD35MB ~ DINSD50MB DINSD70MB
Compact Cassette CINO20MB CINO26MB CINO35MB CINO50MB

Unit ID Capacity of each Indoor Unit (kW) System Capacity (kW) Capacity of each Indoor Unit (kW) System Capacity (kW)

B N e P e ey T 2 e e (e e A e

2.0kW 2385 17 2385 365 296 178 296

26kW 316 205 316 4.04 328 213 328 420

. 3.5kW 368 239 368 4.7 375 244 375 4.80
i 5.0kW 515 3.09 515 6.59 522 324 522 6.68
6.0kW 610 366 610 7.81 6.23 375 6.23 723

7.0kW 7.08 4.39 708 9.06 6.55 406 6.55 8.38

2.0kW 2.0kW 243 243 3.01 4.86 559 256 256 317 512 589

2.0kW 26kW 228 297 326 525 6.04 237 3.08 338 545 6.27

2.0kW 35kW 222 354 357 576 6.62 221 3538 356 574 6.60

2.0kW 5.0kW 187 467 4.05 6.54 752 195 4.88 4.23 6.83 7.85

2.0kW 6.0kW 173 527 294 7.00 854 202 616 344 818 998
2.0kW 7.0kW 173 6.07 328 7.80 952 186 6.52 352 8.38 10.22

26kW 26kW 273 273 229 545 6.65 279 279 234 558 6.81

26kW 35kW 280 344 262 6.24 761 263 323 246 5.86 715

26kW 5.0kW 231 444 284 6.75 824 251 483 3.08 7.34 895

2unis 26kW 6.0kW 224 526 315 750 915 248 582 349 830 1013
26kW 7.0kW 217 5.83 3.36 8.00 976 232 6.24 3.60 856 1044

3.5kW 3.5kW 368 3.05 282 672 820 336 336 282 672 820

3.5kW 5.0kW 3.00 4.28 3.06 728 8.88 312 516 348 828 1010
3.5kW 6.0kW 292 508 3.36 8.00 976 314 546 361 860 1049

3.5kW 7.0kW 270 540 340 810 9.88 293 5.87 370 8.80 10.74

5.0kW 5.0kW 429 3.80 340 8.09 9.87 4.35 4.35 365 870 1061

5.0kW 6.0kW 396 4.84 370 8.80 1074 396 4.84 370 8.80 1074

6.0kW B6.0kW 442 442 371 884 1078 442 442 37 8.84 10.78

2.0kW 2.0kW 20kW 220 220 220 277 660 8.05 227 227 227 2.86 6.80 8.30

2.0kW 2.0kW 26kW 204 204 265 282 6.72 820 210 210 273 291 6.92 844

2.0kW 2.0kW 3.5kW 193 193 338 305 725 8385 207 207 3.31 313 745 9.09
2.0kW 2.0kW 5.0kW 182 182 454 344 818 998 180 180 478 352 8.38 10.22
2.0kW 2.0kW 6.0kW 168 168 513 357 850 10.37 170 170 519 361 860 1049
2.0kW 2.0kW 7.0kW 161 161 563 371 8.84 10.78 184 184 4.87 359 854 1042

2.0kW 26kW 26kW 201 262 262 3.05 725 8.85 207 269 269 313 745 9.09

2.0kW 26kW 3.5kW 205 266 327 335 798 974 210 273 336 344 818 998
2.0kW 26kW 5.0kW 178 232 446 360 8.56 1044 178 232 446 360 8.56 1044

2.0kW 26kW 6.0kW 160 208 4.87 359 855 1043 164 214 5.02 370 8.80 1074
. 2.0kW 26kW 7.0kW 153 198 534 372 8.85 10.80 147 191 515 359 854 1042
sunis 2.0kW 35kW 35kW 185 324 324 350 8.34 1017 190 332 3.32 359 854 1042
2.0kW 3.5kW 5.0kW 165 2388 412 363 865 1055 165 2388 412 363 865 1055

26kW 26kW 26kW 260 260 260 328 7.80 952 269 269 269 3.39 8.06 9.83
26kW 26kW 3.5kW 247 247 332 347 826 10.08 247 247 332 347 8.26 10.08
26kW 26kW 5.0kW 219 219 422 361 860 1049 219 219 4.22 361 860 1049

26kW 26kW 6.0kW 202 202 475 370 8.80 1074 203 203 4.76 370 8.82 1076
26kW 3.5kW 3.5kW 229 3.08 3.08 354 844 10.30 234 315 315 363 864 10.54
26kW 3.5kW 5.0kW 207 279 399 372 8385 10.80 200 269 3.85 359 854 1042
26kW 35kW 6.0kW 189 255 445 373 8.89 10.85 190 255 445 374 890 10.86
3.5kW 3.5kW 3.5kW 285 285 285 359 855 1043 295 295 295 372 8.85 10.80
3.5kW 3.5kW 5.0kW 263 263 375 378 9.00 10.98 258 258 369 372 8.85 10.80
2.0kW 2.0kW 2.0kW 2.0kW 190 190 190 190 245 760 927 218 218 218 218 245 872 1064
2.0kW 2.0kW 2.0kW 2.6kW 200 200 200 260 353 860 1049 209 209 209 272 369 9.00 10.98

2.0kW 2.0kW 20kW 3.5kW 196 196 196 314 370 9.03 1.01 202 202 202 3238 3.81 9.30 1.35

2.0kW 2.0kW 2.0kW 5.0kW 167 167 167 443 3.87 945 153 184 184 184 4.88 4.26 1040 1269
2.0kW 2.0kW 26kW 2.6kW 190 190 247 247 358 874 1066 196 196 254 254 369 9.00 10.98

. 2.0kW 2.0kW 26kW 3.5kW 186 186 242 297 374 on 1M 194 194 252 310 390 950 1159
A units 2.0kW 2.0kW 3.5kW 3.5kW 182 182 291 291 3.87 945 153 192 192 3.08 3.08 410 1000 1220
2.0kW 26kW 26kW 2.6kW 186 241 24 24 373 910 110 190 247 247 247 3.81 930 1.35

20kW 26kW 26kW 3.5kW 177 230 230 283 377 9.20 122 186 24 24 297 396 9.65 nr7

2.0kW 26kW 3.5kW 3.5kW 169 220 27 27 381 9.30 1.35 189 246 3.03 3.03 4.26 1040 1269

26kW 26kW 26kW 26kW 229 229 229 229 375 915 1116 240 240 240 240 394 960 nn

26kW 26kW 26kW 3.5kW 226 226 226 278 392 955 165 246 246 246 303 426 1040 1269

Capacities tested in accordance with AS/NZS 3823.3, with 5m interconnecting length for all attached Indoor Units. With our policy of continuous improvement, we reserve the right to change, or discontinue at any time, specifications or designs without notice.



Combination Table

For outdoor unit: MON5H11B

35kW | 50kW |  60KW 7.0kW

Wall Mounted HINRP20M HINRP26M HINRP35M HINRP50M HINRP60OM HINRP70M
Slim Ducted DINSD26MB  DINSD35MB ~ DINSD50MB DINSD70MB
Compact Cassette CINO20MB CINO26MB CINO35MB CINO50MB

UnitID Capacity of each Indoor Unit (kW) System Capacity (kW) Capacity of each Indoor Unit (kW) System Capacity (kW)
[ opaston | unta | unta | un | kD | Unt [Room Rooma[Rcom clRoom lRoome] i Raed | ax |Room | Rooma] Room o [Room|soom | | atea | ax
2.0kW 285 171 285 371 296 178 296 355
2.6kW 316 190 316 379 3.28 197 328 394
3.5kW 368 221 368 442 375 225 375 450
1Unit 5.0kW 5.05 3.03 5.05 5.81 522 313 522 6.00
6.0kW 6.06 364 6.06 6.97 6.30 378 6.30 725
7.0kW 7.08 425 708 814 6.55 393 6.55 753
2.0kW 2.0kW 220 220 264 440 5.06 230 260 312 520 598
2.0kW 2.6kW 242 264 3.04 5.06 582 240 322 331 552 6.35
2.0kW 3.5kW 230 375 363 6.05 6.96 240 420 396 6.60 759
2.0kW 5.0kW 220 550 3.85 770 8.86 708 5.30 3.85 770 8.86
2.0kW 6.0kW 204 6.21 413 8.25 8.33 269 6.63 440 8.80 8.89
2.0kW 7.0kW 6.83 190 437 873 917 312 210 459 918 964
2.6kW 2.6kW 2.86 2.86 343 572 6.58 3.20 312 374 6.24 718
2.6kwW 3.5kW 290 3.81 3.36 6.71 772 3.05 412 366 732 842
2.6kW 5.0kW 290 5.08 3.99 798 918 709 5.31 418 8.36 961
2 Units 2.6kwW 6.0kW 254 5.96 425 850 859 357 6.31 450 9.00 9.09
26kW 7.0kW 250 6.81 466 9.31 978 420 270 490 979 10.28
3.5kW 3.5kW 364 364 364 728 8.37 3.80 420 4.20 840 966
3.5kW 5.0kW 340 493 417 8.33 958 712 513 446 893 10.26
35kW 6.0kW 339 592 466 9.31 940 570 6.22 4.90 979 9.89
3.5kW 7.0kW 340 6.79 5.09 1019 1069 5.05 370 541 10.82 1.36
5.0kW 5.0kW 4.85 485 485 970 1019 6.50 5.05 5.05 1010 1061
5.0kW 7.0kW 4.20 6.24 522 1044 10.96 616 490 570 1140 1.97
6.0kW 6.0kW 525 525 525 1050 1061 525 570 570 1140 1.51
7.0kW 7.0kW 595 595 595 1.90 12.02 217 616 616 12.32 1244
2.0kW 2.0kW 2.0kW 220 220 220 330 6.60 726 240 240 240 360 720 792
20kW 2.0kW 26kW 220 220 2.86 363 726 799 240 240 312 3.96 792 871
2.0kW 20kW  35kW 210 210 368 394 7.88 8.66 240 240 420 450 9.00 990
2.0kW 2.0kW 5.0kW 210 210 5.25 473 945 992 220 220 550 495 9.90 1040
2.0kW 20kW  6.0kW 198 198 6.04 5.00 10.00 1.00 218 218 6.64 550 1.00 1210
2.0kW 2.0kW 7.0kW 5.55 190 190 468 9.35 9.82 6.37 215 215 5.34 1067 1.20
2.0kW 2.6kW 2.6kW 220 286 2.86 3.96 792 871 240 312 312 432 864 950
2.0kW 2.6kW 3.5kW 210 270 371 425 851 9.36 240 310 422 4.86 972 1069
2.0kW 26kW 5.0kW 210 265 466 470 94 9.88 2.30 276 550 528 10.56 1.09
2.0kW 26kW 6.0kW 189 245 576 5.05 1010 1 207 269 6.30 553 1.05 1216
2.0kW 26kW  7.0kW 5.66 180 240 493 9.86 10.35 645 210 270 563 125 11.81
2.0kW 3.5kW 3.5kW 2.08 355 355 459 918 964 240 3.90 405 518 10.35 10.87
2.0kW 3.5kW 5.0kW 210 360 459 515 10.29 10.80 220 370 513 551 1.03 11.58
2.0kw 3.5kW 6.0kW 178 311 542 515 10.30 1.33 200 350 610 5.80 11.60 1276
2.0kW 3.5kW 7.0kW 563 1.80 3.20 5.31 1063 116 643 210 360 6.06 1213 1273
2.0kW 5.0kW 5.0kW 1.80 450 450 540 10.80 1.34 210 507 507 612 1224 12.85
2.0kW 5.0kW 7.0kW 5.30 1.80 410 560 1.20 142 6.30 190 440 6.30 1260 12.85
3Units 2.0kW 6.0kW 6.0kW 154 470 470 548 10.95 12.05 177 541 541 6.30 1260 13.86
26kW 26kW  26kW 2.86 2.86 2.86 429 858 944 312 312 312 468 936 10.30
26kW 26kW 3.5kW 276 276 362 457 914 10.05 2.80 2.80 397 479 957 1053
2.6kW 2.6kW 5.0kW 240 240 438 459 918 1010 265 265 541 5.36 1071 178
26kW 26kW  6.0kW 237 237 556 515 10.30 1.33 269 269 6.32 5.85 170 12.87
2.6kW 2.6kW 7.0kW 545 240 240 512 10.25 10.76 6.31 276 276 592 1.83 1243
2.6kW 35kW  35kW 263 363 363 494 9.89 10.88 290 383 383 528 10.56 1162
26kW 3.5kW 5.0kW 240 330 462 516 10.32 10.84 270 370 526 5.83 11.66 12.24
2.6kW 3.5kW 6.0kW 222 298 520 5.20 1040 144 252 3.39 592 592 11.83 13.01
2.6kwW 3.5kW 7.0kW 513 230 3.05 524 1048 1.00 6.50 250 345 6.22 1245 13.07
2.6kW 5.0kW 5.0kW 231 4.20 4.20 5.36 1071 1.25 240 491 491 61 1222 12.83
2.6kW B6.0kW  6.0kW 191 449 449 545 10.90 1.99 228 5.36 5.36 6.50 13.00 14.30
3.5kW 35kW  35kW 3.36 3.36 3.36 5.04 10.08 10.58 3.85 3.85 3.85 578 155 1213
3.5kW 3.5kW 5.0kW 320 3.20 4.04 522 1044 10.96 340 340 484 5.82 164 1222
3.5kW 35kW  7.0kW 412 360 320 546 1092 12.01 590 3.35 335 6.30 1260 13.86
3.5kW 50kW  50kW 290 395 395 540 10.80 1.34 315 450 450 6.08 1215 1276
3.5kW 3.5kW 6.0kW 2.86 2.86 498 535 1070 n77 3.23 3.23 563 6.05 1210 13.31

35kW  60kW  6.0kW 245 427 427 550 11.00 1210 296 517 517 6.65 13.30 14.63



UnitID Capacity of each Indoor Unit (kW) System Capacity (kW) Capacity of each Indoor Unit (kW) System Capacity (kW)
20kW 20kW 20kW 2.0kW 220 220 220 220 440 880 968 240 240 240 480 960 1056
20kW 20kW 20kW 26kW 210 210 210 273 452 903 993 220 220 220 286 473 946 1041
20kW 20kW 20kW 3.5kW 210 210 210 368 499 998 1097 220 220 220 385 523 1045 1150
20kW 20kW 20kW 50kW 205 205 205 430 523 1045 1150 205 205 205 518 567 133 1246
20kW 20kW 20kW 6.0kW 179 179 179 544 540 1080 1318 195 195 195 595 590 180 1357
20kW 20kW 20kW 7.0kW 580 175 175 175 553 1105 127 639 190 190 190 605 1209 1233
20kW 20kW 26kW 26kW 210 210 273 273 483 966 1063 220 220 286 286 506 1012 1113
20kW 20kW 26kW 3.5kW 205 205 270 360 520 1040 144 220 220 290 3.81 556 111 1222
20kW 20kW 26kW 50kW 190 190 250 437 534 1067 174 210 210 280 483 592 1183 13.02
20kW 20kW 26kW 6.0kW 173 173 225 528 550 1100 1342 189 1.89 246 576 600 1200 13.80
20kW 20kW 26kW 7.0kW 586 175 175 220 578 156 1179 61 195 195 250 626 1251 1276
20kW 20kW 35kW 3.5kW 190 190 332 333 523 1045 1150 202 202 323 428 578 155 1271
20kW 20kW 35kW 50kW 180 180 320 445 563 1125 1238 202 202 340 469 606 1213 1334
20kW 20kW 35kW 6.0kW 171 17 300 523 583 1165 14.21 1.81 1.81 317 552 615 1230 1415
20kW 20kW 50kW 5.0kW 185 185 410 410 595 1190 1214 190 190 440 440 630 1260 1285
20kW 20kW 6.0kW 6.0kW 163 163 497 497 660 1320 1610 173 173 527 527 700 1400 1610
20kW 26kW 26kW 26kW 218 272 272 272 515 1029 1050 220 2.86 286 286 539 1078 11.00
20kW 26kW 26kW 35kW 195 255 255 344 524 1049 1070 220 270 270 364 562 1124 1146
20kW 26kW 26kW 50kW 190 250 250 408 549 1098 1120 210 250 250 473 592 1183 1207
20kW 26kW 26kW 6.0kW 175 228 228 534 583 1165 14.21 177 230 2.30 541 590 1179 1356
20kW 26kW 35kW 3.5kW 190 245 322 322 539 1079 11.00 213 270 350 350 592 1183 1207
4Units  20kW 26kW 35kW 5.0kW 180 230 290 414 557 1114 1136 190 250 340 438 6.09 1218 1243
20kW 26kW 35kW 6.0kW 173 225 303 528 615 1230 1501 185 240 323 563 655 1310 1507
20kW 26kW 50kW 5.0kW 160 220 394 394 584 1168 1191 1.80 235 435 435 642 1285 1310
20kW 26kW 6.0kW 6.0kW 157 204 479 479 660 1320 1610 167 217 508 508 700 1400 1610
20kW 35kW 35kW 3.5kW 183 314 314 314 563 1125 1148 21 334 334 334 606 1213 1237
20kW 35kW 35kW 50kW 180 310 310 390 595 1190 1214 190 3.20 320 430 630 1260 1285
20kW 35kW 35kW 6.0kW 172 3.01 301 525 650 1300 1586 183 3.20 320 557 690 1380 1587
26kW 26kW 26kW 26kW 2568 257 257 258 515 1030 1050 252 252 252 253 504 1009 1029
26kW 26kW 26kW 35kW 252 252 252 340 548 1096 1118 252 252 252 340 548 1096 1118
26kW 26kW 26kW 50kW 240 240 240 406 563 1126 1149 260 260 260 462 621 1242 1266
26kW 26kW 26kW 7.0kW 216 216 216 582 615 1230 1501 228 228 228 615 650 1300 14.95
26kW 26kW 3.5kW 3.5kW 230 230 307 307 537 1074 1095 252 252 340 339 592 183 1207
26kW 26kW 35kW 50kW 230 230 310 395 582 1165 11.88 240 240 320 433 617 1233 1258
26kW 35kW 35kW 35kW 232 294 294 294 557 1114 136 240 313 313 313 590 179 1203
26kW 26kW 35kW 7.0kW 215 215 290 580 650 1300 1586 232 232 312 6.24 700 1400 1610
26kW 26kW 26kW 6.0kW 219 219 219 513 585 170 1427 239 239 2.39 562 640 1280 1472
26kW 26kW 3.5kW 6.0kW 217 217 292 509 618 1235 1507 230 230 310 540 655 1310 1507
26kW 35kW 35kW 5.0kW 219 295 295 421 615 1230 1501 233 314 314 449 655 1310 1507
26kW 35kW 35kW 6.0kW 217 292 292 509 655 1310 1598 232 312 312 544 700 1400 1610
35kW 35kW 35kW  35kW 280 280 280 350 595 190 1214 315 315 315 315 630 1260 1285
35kW 35kW 35kW 5.0kW 294 294 294 419 650 1300 1586 312 312 312 445 690 1380 1587

3.5kW 3.85kW 3.5kW 6.0kW 278 278 278 485 660 1320 1610 295 295 295 514 700 1400 1610



UnitID Capacity of each Indoor Unit (kW) System Capacity (kW) Capacity of each Indoor Unit (kW) System Capacity (kW)

UnitA | UnitB | unitC | UnitD | UnitE [Room A[Room B[Room C|[RoomD|RoomE| Min | Rated | Max |RoomA |RoomB |RoomC |RoomD|RoomE| Min | Rated | max

20kW  20kW  20kW  20kW 20kW = 202 202 202 202 202 525 10.50 11.03 220 220 220 220 220 550 11.00 1155

20kW  20kW  20kW  20kW  26kW 191 191 191 191 248 5.30 1060 113 210 210 210 210 260 550 11.00 155
20kW  20kW  20kW  20kW  35kW 195 195 195 195 347 564 127 11.83 210 210 210 210 333 5.87 173 12.32
20kW  20kW  20kW  20kW  50kW 174 174 174 174 476 585 170 1229 190 190 190 190 475 618 12.35 1297
20kW  20kW  20kW  20kW  6.0kW 171 17 17 17 522 6.04 1207 13.88 182 182 182 182 554 640 12.80 14.72
20kW  20kW  20kW  26kW  26kW 190 190 190 258 258 543 10.86 14 190 190 190 258 258 543 10.86 14
20kW  20kW  20kW  26kW  3.5kW 190 190 190 250 3.30 575 150 12.07 190 190 190 250 3.30 575 1150 1207
20kW  20kW  20kW  26kW  50kW 179 179 179 238 426 598 197 1257 190 190 190 250 404 612 1224 12.85
20kW  20kW  20kW  26kW  6.0kW 165 165 165 214 5.02 6.05 1210 13.92 174 174 174 226 531 640 12.80 1472
20kW  20kW  20kW  35kW  3.5kW 170 170 170 317 317 572 144 12.01 180 180 180 315 315 5.85 170 12.29
20kW  20kW  20kW  35kW  3.5kW 180 180 180 315 315 5.85 170 1346 183 183 183 320 320 594 1.88 13.66
20kW  20kW  20kW  35kW  50kW 167 167 167 292 417 6.05 1210 13.92 177 177 177 3.09 44 640 12.80 1472
20kW  20kW  20kW  35kW  6.0kW 156 156 156 273 475 6.08 1215 1397 169 169 169 296 516 660 13.20 1518

20kW  20kW  26kW  26kW  26kW 190 190 247 247 247 561 121 nrr 205 205 265 265 264 6.02 1204 1264
20kW  20kW  26kW  26kW  35kW 180 180 240 240 303 572 1143 12.00 190 190 250 250 327 6.03 12.07 1267

20kW  20kW  26kW  26kW  6.0kW 159 159 206 206 4.84 6.07 1218 13.95 173 178 224 224 526 6.60 1320 1518

. 20kW  20kW  26kW  35kW  3.5kW 170 170 230 293 293 578 1156 1214 180 180 230 317 317 612 1224 12.85
sunits 20kW  20kW  26kW  35kW 50kW 160 160 208 2.80 4.00 6.04 1208 1389 170 170 221 298 425 642 12.84 14.77
20kW  20kW  26kW  35kW 60kW 150 150 195 263 458 6.08 1215 18.97 164 164 213 2.86 499 6.63 1325 15.24

20kW  20kW  35kW  35kW  3.5kW 166 166 276 276 276 5.80 11.60 1218 182 182 3.04 3.04 3.04 6.38 1276 1340

20kW  20kW  35kW  35kW  50kW 152 152 266 266 3.80 6.08 1215 13.97 165 165 289 289 413 660 1320 1518

20kW  20kW  35kW  35kW  6.0kW 147 147 258 258 449 6.30 1260 14.49 161 161 282 282 492 6.90 13.80 15.87

20kW  26kW  26kW  26kW  26kW 180 234 234 234 234 558 116 1n72 191 253 253 253 253 6.01 1203 1263

20kW  26kW  26kW  26kW 35kW 180 234 234 234 3.06 594 11.88 1247 180 240 240 240 288 5.94 11.88 1247
20kW  26kW  26kW  26kW  50kW 164 213 213 213 4.09 6.05 1210 18.92 178 225 225 225 4.32 640 12.80 14.72

20kWw  26kW  26kW  26kW  6.0kW 153 199 199 leke) 4.66 6.08 1215 1397 167 217 217 217 5.08 6.63 13.25 15.24
20kW  26kW  26kW  35kW  35kW 171 220 220 298 298 6.04 12.07 1267 180 230 230 319 319 6.39 1278 1342
20kW  26kW  35kW  35kW  3.5kW 170 210 276 276 276 6.04 1208 1268 170 214 3.00 3.00 3.00 642 12.84 1348

26kW  26kW  26kW  26kW 26kW = 234 234 234 234 234 5.85 170 1229 234 234 234 234 234 5.85 170 12.29
26kW  26kW  26kW  26kW 35kW 220 220 220 220 290 5.85 170 1228 230 230 230 230 3.04 61 1224 12.85
26kW  26kW  26kW  26kW 50kW 205 205 205 205 394 6.08 1215 1397 223 223 223 223 429 660 1320 1518
26kW  26kW  26kW  26kW  6.0kW 192 192 192 192 4.51 610 1220 1403 209 209 209 209 4.90 663 1325 15.24
26kW  26kW  26kW  35kW  3.5kW 21 21 21 287 287 6.04 12.07 1267 220 220 220 295 295 6.25 1250 1312
26kW  26kW  35kW  35kW  35kW 201 201 271 27 271 6.08 1215 13.97 224 224 3.01 3.01 3.01 6.75 1850 1553

S

Capacities tested in accordance with AS/NZS 3823.3, with 5minterconnecting length for all attached Indoor Units. With our policy of continuous improvement, we reserve the right to change, or discontinue at any time, specifications or designs without notice.



Rinnai Australia Pty Ltd
ABN 74 005138 769

100 Atlantic Drive,
Keysborough, Victoria 3173

For further information
call 1300 555 545 or visit
rinnai.com.au

TOTAL HOME COMFORT

HOT WATER HEATING COOLING

Rinnai



